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HL-5-03


	Country of origin:       
	Czech Republic
	   Customs list number:       
	04029931

	PRODUCT DESCRIPTION

	Name:
	Condensed SWEETENED CREAM

	Type, group, sub-group:
	Condensed sweetened cream is a long-shelf-life product made of milk by partial water evaporization, with added saccharose. 

	Description:
	Condensed sweetened cream with fat contents min. 21.5 % and fat-free milk solid min. 14% of weight, market name JESENKA.

	Raw material:
	Basic raw material for production of condensed sweetened milk is veterinary controlled raw cow milk for dairy processing. Essential ingredient is extra-white sugar, white sugar or semi-white sugar corresponding to the Directive N..76/2003 Coll.Milk sugar  (lactose) volume up to 0,03% of total weight of product 

	Use:
	Suitable for coffee, tea, preparation of sweet dough and as coating for forest fruit. Direct consumption of all population groups. 

	A
	ORGANOLEPTIC PROPERTIES

	Packaging:
	Clean, unimpaired and correctly labeled package.

	Colour:
	Yellowish, creamy shade. 

	Consistence:
	Viscous, smooth, slight fat separation is acceptable.

	Taste and flavour:
	Sweet, cream and milky, nut flavour, free from foreign flavours and odour.

	B
	PHYSICAL AND CHEMICAL PROPERTIES

	Min. fat contents in % of weight
	21,5
	

	Solid contents in % of weight
	73,0
	

	Min. milk dry solid contents in % of weight
	14,0
	

	Max. temperature in °C
	24,0
	

	C
	MICRO-BIOLOGICAL PROPERTIES

	(TPC)  Total number of micro-organisms *)
	100 000

	Coliform bacteria 
	neg. v 1 g

	Yeasts and Moulds
	max. 50 v 1g

	D
	OTHER SPECIFICATIONS

	Packaging method:
	Individual packaging: product is filled into aluminium tubes, volume 75 g, with inside glazing and plastic caps. Tubes are machine-closed. 

Group packaging: Tubes are grouped by 24 pieces in cardboard boxes, stitched by PE stripe and placed on pallets in PE shrink - wrap by 5712 (a´75g).

	Storage:
	Stored at temperature between 2to 24°C

	Minimum durability period:
	3 months

	Transport:
	Trucks equipped with heat insulated, temperature registering boxes.
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